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Introduction

¢ The idea of developing a new device for handling analog inputs from a multichannel photo-sensor
arose from TileCal need to enhance readout granularity for the HL-LHC era by replacing single-anode
PMTs with MA-PMTs, while minimizing the increase in digital readout channels.

+ Unfortunately, the timing make it impossible to enhance the readout granularity of TileCal during the
high luminosity phase.

+ Still, the concept remains valuable for future calorimeters that will benefit from a
fully configurable readout system.
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Just a few examples

1) All calorimeters
Configurable sums of energy deposit would allow to use the same device for defining trigger towers in different
regions (barrel/forward/end-cap) and for different calorimeter sections (e.m./hadronic).

DRD Calo 2025 Collaboration meeting- IJCLab/Orsay April 2, 2025



Just a few examples

1) All calorimeters
Configurable sums of energy deposit would allow to use the same device for defining trigger towers in different
regions (barrel/forward/end-cap) and for different calorimeter sections (e.m./hadronic).

2) E.M. homogeneous calorimeters, like Calice/CMS, with SiPM readout
Spatial separation of e.m. energy deposits obtained by tuning with energy (p,) the size of readout cells would
improve detection of isolated photons and reconstruction of energy clusters produced by electrons from decays of
boosted bosons.
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Just a few examples

1) All calorimeters

Configurable sums of energy deposit would allow to use the same device for defining trigger towers in different
regions (barrel/forward/end-cap) and for different calorimeter sections (e.m./hadronic).

Spatial separation of e.m. energy deposits obtained by tuning with energy (p,) the size of readout cells would
improve detection of isolated photons and reconstruction of energy clusters produced by electrons from decays o

2) E.M. homogeneous calorimeters, like Calice/CMS, with SiPM readout
f
boosted bosons.

Dynamics definition of Regions of Interest (ROlIs) for energy deposits would improve both the separation of small

3) Hadron sampling calorimeters a TileCal (ALLEGRO HCAL barrel), with SiPM readout
radius jets and the definition of the contour of merged jets in hadronic decays of boosted particles.

DRD Calo 2025 Collaboration meeting- IJCLab/Orsay April 2, 2025



General architecture for the new device

¢ The solutions currently available on the market involve the digitization of all
channels

DRD Calo 2025 Collaboration meeting- IJCLab/Orsay April 2, 2025 [ 6



General architecture for the new device

_ _ . o Advantages:
¢ The solutions currently available on the market involve the digitization of all
channels \ Apply digital filters to
dump the noise

DRD Calo 2025 Collaboration meeting- IJCLab/Orsay April 2, 2025



General architecture for the new device

Advantages:

¢ The solutions currently available on the market involve the digitization of all p N
channels Apply digital filters to
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Avoid problems of
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General architecture for the new device

_ _ . . Advantages:
¢ The solutions currently available on the market involve the digitization of all p N
channels Apply digital filters to
dump the noise
....but the cost of such a device could be unaffordable due to the very large ~ -
— p ~
number of channels to be digitized Avoid problems of
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General architecture for the new device

Advantages:
¢ The solutions currently available on the market involve the digitization of all p N
channels Apply digital filters to
dump the noise
....but the cost of such a device could be unaffordable due to the very large ~ -
number of channels to be digitized ( Avoid B —— )
signal synchronization
& J
4 Apply digital weights in\
the digital sum of
different channels

¢ We want to invert the concept flow chart: N J

= first make an analog sum of selected subsamples of readout channels, than convert only the
desired sum(s)

¢ The challenge is to avoid distortions of the time profile in the resulting analog sum and to keep at the same time
all configuration flexibility that the other concept allows.
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General architecture for the new device

¢ Let’s introduce the building block diagram for a new concept device with full scalability:
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General architecture for the new device

¢ Let’s introduce the building block diagram for a new concept device with full scalability:

1) A first stage with variable gain, fast (2 GHz BW) amplifiers to allow for input weighting,

Input_N
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General architecture for the new device

¢ Let’s introduce the building block diagram for a new concept device with full scalability:

1) A first stage with variable gain, fast (2 GHz BW) amplifiers to allow for input weighting,

2) A second stage with M equal resistive networks with N fast analog switches remote controlled (N is the number of
analog inputs, M is the number of analog sums),

M networks

Input_0

Input_N
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General architecture for the new device

¢ Let’s introduce the building block diagram for a new concept device with full scalability:

1) A first stage with variable gain, fast (2 GHz BW) amplifiers to allow for input weighting,

2) A second stage with M equal resistive networks with N fast analog switches remote controlled (N is the number of
analog inputs, M is the number of analog sums),

3) A final stage with variable gain fast amplifiers to cope with the dynamical range of the user selected ADC.

M networks
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General architecture for the new device

¢ Let’s introduce the building block diagram for a new concept device with full scalability:

1) A first stage with variable gain, fast (2 GHz BW) amplifiers to allow for input weighting,

2) A second stage with M equal resistive networks with N fast analog switches remote controlled (N is the number of
analog inputs, M is the number of analog sums),

3) A final stage with variable gain fast amplifiers to cope with the dynamical range of the user selected ADC.

M networks

What was done?

. Oswo | / | A prototype for this type of readout with
Input_0 A 1 i | high-bandwidth integrated circuits was
—/ I Sum_M
Il‘ i ?fo _______ designed, built and tested at INFN Pisa.
cooooozoooozoAooooooooIIs I '1 """
I | Sum_0
L O sw N | I
Input_N 2 1 ~ _'—'
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The - first proof of feasibility



Prototype architecture

+ Designed and developed by Dr. Fabio Morsani

L 2

The system is composed by 6 Printed Circuit Boards (PCBs), built
with high-bandwidth Integrated Circuits (ICs).

L 2

No constraint on:
e system dimensions
e power consumption (25 W)

+ The prototype has been tested in Pisa in terms of pulse shape
stability and linearity of the analog sum of an arbitrary
number of channels .
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Prototype functioning

Circuit schematic of the prototype
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= The 64 selected readout channels are first amplified and then fed to eight 8-channel
resistive summing networks.

Martina Cucinotta
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GUIs

+ The selected channels and all amplifications can be set through a GUI, allowing to
establish USB connection with the prototype and to upload the selected configuration
for the final sum.
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Prototype tests: introduction

¢ The prototype has been tested in Pisa in terms of pulse shape stability and linearity of
the analog sum of an arbitrary number of channels.

+ Various tests were done with two different experimental setups:

o test of the 16 central readout channels injecting an input signal

o test of the readout system using a MAPMT and a laser system
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Prototype tests results

+ The readout prototype guarantees pulse shape stability and linearity in the analog sum of the signals
(rise times ~ 2.7 ns);
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Prototype tests results

+ The readout prototype guarantees pulse shape stability and linearity in the analog sum of the signals
(rise times ~ 2.7 ns);

¢ The resistive summing networks do not alter the shape of the outputs;
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Prototype tests results

+ The readout prototype guarantees pulse shape stability and linearity in the analog sum of the signals
(rise times ~ 2.7 ns);

¢ The resistive summing networks do not alter the shape of the outputs;

¢ Jitter time ~ 40 ps, good data transmission;

Rise time Jitter channel 20
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Prototype tests results (2)

+ Observed coupling effects between channel testing the prototype with a MAPMT, whose channels are
excited with a laser.

Readout prototype with

: MAPMT LASER
cooling system

DRD Calo 2025 Collaboration meeting- IJCLab/Orsay April 2, 2025




Two specific cases

1.  The laser spot is centered on a given anode
pixel of the MAPMT.

2. The laser spot is almost equally shared on two
adjacent channels.

Case 1: signal fit channel 35

Case 2: signal fit channel 35
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¢+ Observed coupling effects between channel — minimal effect that does not alter the correct

functioning.

Martina Cucinotta
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activities



A new analog ASIC

+ The aim is to design a new ASIC device to readout multi-channel photodetectors, with the same features
as the prototype, namely based on the equalization and on the analog sum of a programmable number of
channels.

¢ The idea is to design a first basic prototype for an ASIC 64-channels version of the device.

R e e B e e B e B B e ~
4 \
SiPM —L> Equalization Z Amplification 1
| + Analo : to match the |

i — gsumin jf——Jpp

Charge 1y, signal successive ADC dynamic I
injection l calibration stages range |
| |
| |
| |
| |
b Analog ASIC y
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A versatile analog ASIC

¢ The basic version can be enriched with additional features to meet the needs of future users.

¢ Some examples:
e signal timing optimization, two amplification level for ALLEGRO HCAL
e signal timestamp, charge integration for HiDRa
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Interested italian institutes

¢ The project is officially part of the CERN DRD6 project for the development of new sampling calorimeters with scintillating tiles
(ALLEGRO HCAL, sub-task 3.3.2). Also the project for the development of Dual readout Dream-like calorimeters (HiDRa,
sub-task 3.3.1) expressed interest in this device.

¢ We are currently forming a collaboration of Italian institutes interested in the development of a 64-channel ASIC version of
this device. At this stage, we are defining the potential roles of the institutions within the collaboration and identifying the
ASIC characteristics based on the readout requirements of the relevant DRD6 projects.

Italian institutes Field of interest International institutes Expertise
INFN Pisa Architecture development CERN ALLEGRO project
Universita di Siena Architecture development Prague, Uni Bergen/ SiPM readout
Gottingen, FOTON
INFN Torino ASIC design
University of Valencia RF amplifiers for SiPM
INFN Pavia Interface to HiDRa application readout

INFN Milano e Universita dell’Insubria Interface to HiDRa application

The table represents a possible division of tasks if the project moves forward.
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Readout prototype schematics (1)

+2V5 2V5
c4 [ T6 C7 cs [ Ci0 CI1
InF 10F InF 1nF 1oF 1nF InF InF
MURATA GR.\-!ISSR‘?lHl]OJKAOXD] I
MURATA GRMISSR7IHIO2KAOID — =
GND GND
B SUMTL 8] Z=288.89/§=11.11 Ohm Rload = 88.89
e

— ——=—==— 7Sk
SUM1 36 Ohm 0.1% R3 I ':\.'ﬂ—l |_m.‘.5

| GND cleleln| vs
SUM2 39 Ohun 0.1% Rd FILTER RC = 50*2.7p = 135 = | | LMH601 GND GND

SN | Rfilt troppo bassa = troppo carico su SUM_NODE = Tl =
Rfilt troppo alta = troppa attenuazione b 1 P 3
SUM3 39 Om 0.1% RS | oh % = ——1 100 50(GND)
o SUM NODE m microstrip 2

WE AT T 4 : ; @D ||—’ @D

SUN4 30 0mm0.1% RS CF1 : $aSy 3 .| 4 _suMmour
e e AN 9 Ohm nominali 68 0F ——] 100 i | e I L D
I RE NON MONTARE MRFXF6533D5
_SUMS __ 390BmOl% . . RO 4 I 480 =
GND

SUM6 390mm01% . A RO | INVERTING CONNECTION NON INVERTING CONNECTION
SUMT 39 0hm 0.1% Rl I & )

| RSuRSlt+100)-85.89 e
SUMS 300mmol% . . RI2 | =

38.89 Ohm nominali | 6401 imp input = 100 Ohm tra i terminali
|

INVERTING AMPLIFIER

DRD Calo 2025 Collaboration meeting- IJCLab/Orsay April 2, 2025



Readout prototype schematics
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Prototype description (2)

First base board
(front and back)

#9W-00-00654d

« The prototype is designed to host a 64-channel MAPMT with a sensitive area of 18 x 18 mm?
and an anode pitch of 2.54 mm.
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Prototype description (3)

ul
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SOMMATORE 64 CANALT
scheda PMT64_8CHS_SCHEDINA_UO
F. Morsani - INFN Pisa 29-05-2018

* 8 single-channel amplification systems

Lateral board

» 1 resistive network to perform analog sum of 8 channels
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Prototype description (4)

Second base board
(front and back)

Final sum stage (final resistive network + amplifier)
Microcontroller and logic level shifters

USB interface

BNC-HV
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Input signal

Input signal

T

+ Input signal used to test the 3 readout
prototype amplification stages.
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Single channel output signals: rise time
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g 22/ ndf 4649/37 9 Risetime Signal
= 200— Constant 1048 +7.905 o s -
E C S MPV  16.63+0.02878 2 = Entries 16
C b ; -
. it -—»—: -------------------- Sigma  1.815+0.02018 E £ Mean 2711 :l
o 150 — | -
=) - i = Std Dev 0.03675
= . 6
o - 1 C
IS r ' -
S 100 : 5—
C . -
C ! =
50— 1 40—
C i =
C m 3
0— : E
|- 1 27—
| - 1 —
— 1 —
-50— : 1=
C l c 1
lI‘\lIlJ\I—HlI l‘IJ ‘Il ‘l 07\\\l‘\\Il‘\\II‘\\I\‘\\I\‘\II\‘\II\‘\I\\‘I\\\ll\\\
20 0 20 40 60 S 0 05 1 15 2 25 3 35 4 45 5
Risetime Time [ns] Time [ns]

¢ Output signal rise times are -~ 2.7 ns.
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Single channel output signals: jitter time

Jitter channel 20

¢ Jitter values ~ 50 ps. g EnmesterChzo -
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Signal stability as a function of the number of channels

Sum signal of the 16 tested channels Rise time — -
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» Rise time value compatible within one standard deviation with the rise time of the individual channels.

o The operation carried out by the resistive networks to sum the analog signals does not alter the shape
of the outputs.
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Readout prototype tests with a and a



Scan of the MAPMT photocatode with a laser system

* The beam spot moves along the photocathode diagonal.

88§
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Relative Anode Output

. Acquired the signal amplitudes for all 64 channels across
48 positions of the laser spot along the diagonal.

. Spot dimensions and optical crosstalk — the laser signal
spreads in more than 1 channel.
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Two specific cases

1. The laser spot is centered on a given anode pixel of the MAPMT.

2. The laser spot is almost equally shared on two adjacent channels.
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Single channel signals

1. 2.

signal fit channel 35
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The rise time of Ch35 is larger when it alone receives the most signal relative to the case when the
signal is almost equally shared between Ch34 and Ch35.
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Analog sum of neighbouring channels

Case 1: signal fit neighboring channels ~ Case 2: signal fit neighboring channels
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In both cases the signal rise time is larger for individual channels detecting the main part of the signal
relative to the sum of the neighbouring channels.
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ALLEGRO HCAL

mm scintillators)

A¢ = 0.025

An= 0.022 (grouping 3-4 tiles)

Performance studies ongoing

Martina Cucinotta

Design based on alternating steel and
scintillator layers ( 5 mm absorbers, 3

Barrel:13 radial layers 3x20cm
Endcap: 6 / 9/ 22 radial layers

128 modules in ¢, 2 tiles per module N

) silicon photomultiplier

wavelength-shifting fiber
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Readout systems on the market

» The device we want to design offers broader functionality than similar existing readout systems.

Multi-AnodeReadOut Chip (MAROCS3)

64-channels readout, AMS SiGe 0.35 pm technology. Maximum

amplification up to a factor 4.
More info: https://www.weeroc.com/~documents/route % 3A/download/132/

CLAROS

8-channels readout, 0.35 pm CMOS technology. CLAROS8
provides mainly digital output signals, has only 4 gain settings

and does not allow to sum the channel signals.
More info: https://ieeexplore.ieee.org/stamp/stamp.jsp?tp=&arnumber=7891728
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